                                              MATERIAL SAFETY DATA SHEET
TRADE NAME:
 Brick Clean #77



DATE:   November 22,, 2005  ®






SECTION I

MANUFACTURER NAME:



emergency telephone no:
Price Research, Ltd.




816-924-5955

3511 Stadium Drive




TRANSPORTATION EMERGENCY NO.:
Kansas City, MO  64129




1-877-889-6449

NAME OF PERSON TO BE CONTACTED:

formula:
   Mr. Arun Patel




  
 Proprietary

            SECTION II COMPOSITION/INFORMATION ON INDGREDIENTS

CHEMICALS

CAS NO#

%(APPROX)


TLV (units)
 

Hydrochloric Acid
7647-01-0
                  20 – 25%


  N/A

Inert Ingredients

   N/A


    75 – 80%


  N/A


SECTION III HEALTH HAZARDS

POTENTIAL EFFECTS OF EXPOSURE:

EYE: Irritation, pain, tears, excess fluid retention (Edema) tissue destruction, Blindness.

SKIN: Contact may cause dermatitis, pain,, redness, burns tissue ulceration

INHALATION:  Irritation, burns, coughing, choking, tissue ulceration, bronchitis, pneumonia, irregular heartbeat, headache, swelling suffocation, especially in confined spaces, even death.  Prolonged or repeated overexposure may cause erosion of teeth.

INGESTIONS: Causes burns, pain, nausea, vomiting, diarrhea shock symptoms, tissue perforation, even death.

FIRST AID:  

EYE: Flush eyelids with plenty of water for 15 minutes call a physician.

SKIN:  Flush skin with plenty of water. Remove all contaminated clothes, shoes etc., thoroughly clean before reuse.  Apply petroleum jelly.  See physician.

INHALATION: Remove to fresh air. If not breathing give artificial respiration. Call a physician.

INJESTION: Do not induce vomiting. Dilute stomach content by drinking water. Give milk of magnesia or egg white.  See physician immediately.




SECTION VI SPECIAL PROTECITON INFORMATION

PROTECTIVE EQUIPMENT:  

EYES:  Chemical goggles, face shield. Do not wear contact lenses when working with chemicals.
SKIN:  Acid proof gloves, clothing and boots.
INHALATION:  For close areas use NIOSH/MSHA respirator, approved for your condition of exposure.
VENTILATION REQUIRED: Adequate ventilation is required to minimize exposure or to maintain exposure levels below OSHA/ACGIH requirements.
ADDITIONAL PROTECTIVE MEASURES:  Safety shower, eye wash station should be readily available.

PRICE RESEARCH LTD.  3511 STADIUM DRIVE, KANSAS CITY, MISSOURI 64129

Phone:  (816) 924-5955

www.priceresearchltd.com

SECTION V FIRE AND EXPLOSION HAZARD DATA

Flash Point (Method):          Not Applicable




Flammable Limits (%Volume in air):    Upper:  Not Determine       Lower:   Not Determine

NPCA-HMIS Ratings       
Health  3       Flammability  0     Reactivity  0        Personal Protection  3

NFPA Ratings

Health  3       Flammability  0     Reactivity  0        Personal Protection  3

EXTINGUISHING MEDIA: Water spray, dry chemicals, CO2, foam

FIRE FIGHTING PROCEDURE:  Fire fighters should wear full-face self-contained breathing apparatus and impervious protective clothing.  Use water to cool containers exposed to fire.  Prevent human exposure to fire, fumes, smoke and products of combustion.

UNUSAL FIRE & EXPLOSION HAZARDS: Toxic fumes may be released.




SECTION VI PHYSICAL DATA

BOILING POINT:
212°F


Solubility in water:
             Complete

FREEZING POINT:
-50°F


PERCENT VOLITILE BY VOLUME:
100.00

SPECIFIC GRAVITY (H2O=1) = 1.1

PH (Approx):


         Less than 1


VAPOUR PRESSURE: (MMHG) –25 @ 68°F
APPEARANCE:         Colorless to light color liquid.


VAPOUR DENSITY (AIR=1) –1.25

ODOR:




Sharp

EVPORATION RATE (N. Butyl Acetate =1) Less than 1





SECTION VII REACTIVITY DATA

STABILITY:  Stable
INCOMPATIBILTY: Metals/metal blends, inorganic bases, organic bases, bleach, oxidizer.  Contact with some metals can generate explosive hydrogen gas.

HAZARDOUS DECOMPOSITION PRODUCT:  Hydrogen chloride.

HAZARDOUS POLYMERIZATION:  Will not occur.




SECTION VIII SPILL AND LEAK PROCEDURES

STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED:  Evacuate non-essential personnel, eliminate ignition source.  Wear protective equipment (see section III).  Contain spill.  Avoid runoff to ground water, surface waters and sewers.  Small spill may be neutralized with hydrated lime, soda ash, sodium bicarbonate and plenty of water.

DISPOSED METHOD:  Recovered liquids may be reprocessed in incinerated.  Dispose of material in accordance with all Federal, State and Local regulations.






SECTION IX

PROPER SHIPPING NAME: Hydrochloric Acid Solution.

HAZARD CLASS:  8, UN1789, PGII

LABEL REQUIREMENTS: Corrosive




SECTION X ADDITIONAL INFORMATION

HANDLING:  This container hazardous when emptied. May contain residue of vapor or liquid. All labeled hazard precautions must be observed.
STORAGE: Keep container close when not in use, store in cool dry place.  KEEP OUT OF REACH OF CHILDREN.

Price Research, Ltd. expressly disclaims all expressed or implied warranties of merchantability and fitness for particular purpose, with respect to the product or information provide herein. All information appearing herein is based upon data obtained from the manufacturer and/or recognized technical sources.  While the information is believed to be accurate, PR makes no representations as to its accuracy or sufficiency.  Conditions of use are beyond PR’s control and therefore users are responsible to verify this data under their own operating conditions to determine whether the product is suitable for their particular purposes and they assume all risks of their use, handling, and disposal of the product, or from the publication or use of, or reliance upon, information contained herein.  This information relates only to the product designated herein, and does not relate to its use in combination with any other material or in any other process.                                                                                                                                                                                                                                   

